
Features 

•	 Ergonomic integration of a fanless touchcomputer and an intercom
•	 Wide-screen display 
•	 16 additional tactile programmable keys with integrated LED indicators
•	 Modular - combinable with other FREE modules into multifunctional terminals
•	 Low-profile horizontal design 
•	 Silent and reliable - no moving parts, industrial grade components, Ethernet redundancy, 

redundant internal audio and controller interfaces
•	 Built-in Tipro Controller 
•	 Cable management - hidden and secured, but accessible
•	 Optional Inclination Mechanism (VESA 75)

BeFREE 22
15.6'' Touchcomputer with Integrated Intercom and Line Keys

Left Speaker 
Rated power: 8W max

Programmable 
Control Keys 
Brightness,  
Touch Disable Key, 
Volume

Left Encoder 
Volume control

ON/OFF Key

LED Indicators  
Power, Disk, Touch 
Disable, Warning

Programmable 
PTT Key 
LED backlight

Fanless Embeded  
Computer 
Intel J6412, 8GB RAM, 
256GB SSD

Goose-neck Microphone  
Unidirectional,  
Programmable sensitivity

Bar-Graph Display 
VU meter

Right Speaker 
Rated power: 8W max

Microphone LED  
Illuminated while the 
microphone is active

Right Encoder  
For volume control

Touchscreen 
Projected Capacitive (PCAP) 
or ELO 5-wire Resistive

Display  
15.6”,HD (1920 x 1080)

Line Keys with LED 
Indicators 
16 programmable keys
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Modularity Line Keys 

Inclination Mechanism
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Audio Diagram


